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Opera�ng VSODU Test Mode
Test mode is a tool to assist in field charging of 
Variable Speed compressor equipped units.
1.  From the Home Screen, Select Menu:

2.  Select Service:

3.  Select ODU Chechout:

4.  If a fault is ac�ve, The ODU Checkout Screen will 
show the Current Fault. If a fault is not ac�ve, 
con�nue to next step.  See below.

5.  Select Off: Use the Up and Down Arrows to select 
“Charge Cool” or “Charge Heat”.  To properly charge 
a system please ONLY select Charge Cool or Charge 
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Heat. The Charge Chart values are based on these
speeds only.

6. Once Charge Cool or Charge Heat is selected,
Press Start Test: 

300 seconds a�er you press “start test” the unit will
run un�l the user ends the test, or a fault becomes 
ac�ve.  If the outdoor temperature is mild the �me
to stabilize the unit (when suc�on pressure
stabilizes) before you start adjus�ng charge could be
over 60 minutes.

7.  Select Off and then Select Stop Test:  This is done
to exit the test or change the mode.  To change the
mode, the test must first be stopped and then a 5-
minute delay cycle will be ini�ated. A�er the 5-
minute delay, the system can be started normally.

8.  A�er all work is completed on the unit, cycle the
power on the indoor and outdoor units and confirm
opera�on.
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